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GLASS FIBER TISSUE: OK 

PURGUARD : OK 

TECHNICAL DATA SHEET 

PRODUCT INFO FOR → PN 2201550 AND PN 2201551

TECHNICAL PROPERTIES 

SPECIFICATION STANDART PRODUCT 

Design SPARKLED - GALAKSI 

Back Layer TX150B 

Emboss PR 

Total Thickness EN ISO 24346 
2mm 

(min:-0.10mm max: 0.13mm) 

Wear Layer Thickness EN ISO 24340 

0.50mm 

(max:+%13 min: -%10) 

Unit Area Mass EN ISO 23997 
2330 g/m2 

(max:+%13 min: -%10) 

Roll Width EN ISO 24341 2 m 

Roll Length EN ISO 24341 20-24 m 

PERFORMANCE 

Dimensional Stability EN ISO 23999 ≤ % |0.2| 

Curling EN ISO 23999 ≤ |1.2| mm 

Wear Group EN 660-2 Group T 

Abrasion Resistance DIN EN ISO 5470-1 
(H18 - 1000 cycle) 

21 mg / %0.08 

Ball Drop Test 
DBL 53067.3 No Damage 

M3229 KF1 

Effect of a castor chair ISO 4918 
No deformation after 25.000 cycles 

Residual Indentation EN ISO 24343-1 ≤ 0.1 mm 

Color Fastness 
EN ISO 105-B02 ≥6 

EN ISO 105-B06 GMS ≥4 

Flexibility EN ISO 24344 No Crack 

Elektrical Resistance (Vertical) EN 1081 2.7 x 109 Ω 

Electrical Property 
EN 1815 

≤2kV Antistatic 

Thermal Conductivity 
EN 12667 

0,0423 (m2K)/W 

Formaldehyde emmision 
EN 717-1 Class E1 

Slip Resistance 
EN ISO 13893 DS 

EN 16165 R12 

Determination Of Staining And Resistance To 

Chemical 
EN ISO 26987 Ok 

Fire Resistance 
EN 13501-1 

Bfl S1 

Horizontal Burning Rate ECE R 118.4 0 mm/dk 

Evaluation of the action microorganisms 
EN ISO 846 

METOD C 

0 

Does not contribute to bacterial growth 

Odour Test VDA270 max 3 
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